OF SOUTH CAROLINA

(4) There is no evidence of the presence of domestic animals and
rodents.
(5) No shellfish containers or equipment are stored, handled, or used
beneath overhead sewer, water, or drain lines unless such pipes are pro-
vided with suitable means of carrying off possible ieAkage or condensation.
4.28 Utensils (Skimmers, blowers, etc.)
Packing and Shipping Room
Equipment:
4.28 Utensils (Skimmers, blowers, and so forth)-All packing equip-
ment such as skimmers, tanks, tubs, measures, colanders, paddles, and so
forth shall be made of a not-readily corrodible, smooth, impervious ma-
terial and constructed in such a manner as to eliminate grooves, seams,
and cracks where foreign material and slime might collect. All seams
and joints shall be well filled with solder and dressed to a smooth finish.
A stand or shelf shall be provided under all chutes from skimmers or
blowers to support a measure or can. The surfaces of skimmers, blowers,
tubs, tanks, and other utensils with which shucked shellfish come in
contact shall be free of paint and rust. The air pipes in the blower shall
be removable or so located that cleaning is not difficult. The portion of
the air pipes below the tank liquid level shall be of smooth, not-readily
corrodible, impervious material. There shall be a sterilization connection.
of adequate size to the air line of the blower above the tank liquid
level by which steam or hot water may be forced through the line.
Perforations in the skimmers, colanders, and blower trays shall be
smooth to facilitate cleaning. Skimmers, ladles, and colanders of wire
mesh construction are not permitted. Several types of blowers have
narrow and deep compartments along their sides or at corners, separated
from the main part of the blower by a perforated plate. The area thus
formed is very difficult, if not impossible, to clean and offers an ideal
place for dirt and slime to collect. Where this occurs the plates should
be removed or the space tightly sealed from the main part of the tank.
Pipes should be supported at a sufficient distance above the bottom of
the tank to allow easy passage of a brush between the pipes and tank
bottom.
Air pump intakes should be protected against contamination.
Shall6w tanks and tubs should be elevated by legs, by a table, or by
a bench to raise the top rim at least three feet above the floor.
Tables and shelves shall be made of materials that can be cleaned readily.
The wasoing of shellfish by "blowing" is not always necessary and in
many instances produces an inferior product. Where "blowing" is prac-
ticed, attention i6: directed to the requirements of the United States Food
and Drug Administration promulgated to prevent adulteration of shucked
stock.
Public Health Reason: Containers and utensils which have joints and
seams, Inaccessible surfaces, and are constructed of non-durable or non-
corrodible metal, are apt to harbor accumulations in which undesirable
bacterial growth is produced. Paint on surfaces may peel on being ex-
posed to continuous wear and the peeled paint enter the packing can
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